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ADDENDUM NO. 04  
 

 

PROJECT NAME: Alamodome Field Level Locker Room Renovation 

 

PROJECT NO.:  11010 

 

DATE:   May 27, 2011 

 

 

TO:  All Prime Contract Bidders and all others to whom Drawings and Specifications have been 

issued by the Architect/Engineer. 

 

This Addendum forms a part of the Contract Documents.  This addendum modifies and supplements 

the Contract Documents as follows for the above-mentioned project and includes one (1) page and 

two (2) attachments.  All other provisions of the Documents remain the same. 

 

 

CLARIFICATIONS AND CHANGES TO THE SPECIFICATIONS 

 

ITEM NO. 1 SPECIFICATION SECTION 10 2113.19, PLASTIC TOILET COMPARTMENTS: 

A. Delete the existing Section 10 2113.19, Plastic Toilet Compartments, and 

substitute in lieu thereof the attached new specification Section 10 2113.19, 

Plastic Toilet Compartments (2 pages).  

 

ITEM NO. 2 CLARIFICATION, PROVISION OF FIRE SPRINKLER/ALARM SYSTEM IN 

EXISTING ROOMS ON THE THIRD FLOOR:  

A. The contractor shall provide and install all necessary and code-required materials 

for the installation of an overhead fire sprinkler system in the indicated rooms.  

The existing rooms are to become general storage rooms (no rack storage), 

requiring an ordinary hazard, Group 2 level of coverage.  The rooms have 

exposed-structure ceilings.  Sprinkler heads (preferred upright, plain brass is 

acceptable) shall be rated and spaced per standard NFPA and International 

Building Code requirements.  The piping system shall be connected to the 

nearest existing main that is of adequate capacity (wet-pipe).  If no sprinkler 

main is adequate, the supply shall come off the nearest floor-riser supply main.  

Pipe shall be schedule 40, black steel.   

B. Wall-hung fire extinguishers (ABC Multi-Purpose Dry Chemical-20-lb.) shall be 

installed at each exit door.  

C. The contractor shall provide and install all necessary and code-required materials 

for the installation of fire detection devices (heat/smoke detectors, horn/light 

annunciators), connected to the existing master fire panel, similar to other 

existing areas.  Also, verify exit sign/lights and provide if necessary at each exit 

door. 

D. Any existing Piping or equipment may be reused if possible.  All existing piping 

and equipment that cannot be used shall be removed. 

E. Reference General Fire Sprinkler Requirements on Sheet P101 for additional 

requirements.  See attached sketch for locations of rooms. 

 

ITEM NO. 3 CLARIFICATION, COACH’S DESK:  

A. The coach’s desk as described in the Furniture and Equipment Schedule on Sheet 

A301 is a “basic workstation, level-1, 30x60; WKBS30601” 

 

 

CHANGES TO THE DRAWINGS 

 

None. 

 









CITY OF SAN ANTONIO 

DEPARTMENT OF CAPITAL IMPROVEMENTS MANAGEMENT SERVICES  

CONTRACT SERVICES DIVISION 

 
 
 
 

RECEIPT OF ADDENDUM NUMBER(S)  2   IS HEREBY ACKNOWLEDGED FOR 

PLANS AND SPECIFICATIONS FOR CONSTRUCTION OF:   Alamodome Home 

Team Locker Room 

FOR WHICH BIDS WILL BE OPENED ON   Tuesday, May 31, 2011 at 2:00 PM 

 

THIS ACKNOWLEDGEMENT MUST BE SIGNED AND RETURNED 

WITH THE BID PACKAGE. 

 

 

 
Company Name:        

Address:         

City/State/Zip Code:       

 

Date:     

         

Signature 

         

Print Name/Title 
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